	TENDER DOCUMENTATION FOR SINGLE TENDER PROCEDURE (EQUAL OR BELOW 20.000 EUR)


PART B: DOCUMENTS TO BE COMPLETED BY TENDERER – TECHNICAL OFFER 
This document contains the following parts:

· Tender submission form

· Tenderer's declaration
· Technical offer

	TENDER SUBMISSION FORM


1
SUBMITTED by (i.e. the identity of the Tenderer)

	
	Name(s) of legal entity or entities making this application
	Nationality 

	Leader 
	
	


2
CONTACT PERSON (for this tender)

	Name
	

	Organisation
	

	Address
	

	Telephone
	

	Fax
	

	e-mail
	


3
STATEMENT

I, the undersigned, being the authorised signatory of the above tenderer, hereby declare that we have examined and accept without reserve or restriction the entire contents of the tender dossier for the tender procedure referred to above. We offer to provide the supplies requested in the tender dossier on the basis of the following documents, which comprise our Technical offer, and our Financial offer:

· Technical offer as per standard format provided in the tender dossier (Part B)
· Financial offer as per standard format provided in the tender dossier (Part C)
Signed on behalf of the Tenderer

	Name
	

	Signature
	

	Date
	


	TENDER'S DECLARATION


FORMAT FOR THE DECLARATION REFERRED TO IN POINT 7

OF THE TENDER SUBMISSION FORM

To be submitted on the headed notepaper of the legal entity concerned

<Date>

<Name and address of the contracting authority — see points 8 of the instructions to tenderers >

Your ref: < reference >

TENDERER’S DECLARATION

Dear Sir/Madam

In response to your letter of invitation for the above contract we, < name(s) of legal entity or entities>, hereby declare that we:  

•
are submitting this tender [ on an individual basis ]* [ as member of the consortium led by < name of the leader> [ourselves ]]* for this contract. We confirm that we are not participating in any other tender for the same contract in any form (as a member, leader, in a consortium or as an individual candidate);

•
agree to abide by the ethics clauses in Section 13 of the instructions to tenderers, have not been involved in the preparation of the project which is the subject of this tender procedure unless it is proved that the involvement in previous stages of the project does not constitute unfair competition, and have no professional conflicting interests and/or any relation with other tenderers or other parties in the tender procedure or behaviour which may distort competition at the time of submission of this tender according to Section 2.5.4. of the practical guide;

•
[have attached a current list of the enterprises in the same group or network as ourselves ] [are not part of a group or network ]* and have only included data in the tender form concerning the resources and experience of [our legal entity] [our legal entity and the entities for which we attach a written undertaking]*;

•
will inform the contracting authority immediately if there is any change in the above circumstances at any stage during the implementation of the tasks; 

•
fully recognise and accept that if the above-mentioned persons participate in spite of being in any of the situations listed in Section 2.6.10.1.1. of the practical guide or if  the declarations or information provided prove to be false they may be subject to rejection from this procedure and to administrative sanctions in the form of exclusion and financial penalties up to 10 % of the total estimated value of the contract being awarded and that this information may be published on the Commission website in accordance with the Financial Regulation in force;

•
are aware that, for the purposes of safeguarding the EU’s financial interests, our personal data may be transferred to internal audit services, to the European Court of Auditors, to the Financial Irregularities Panel or to the European Anti-Fraud Office.

We understand that our tender and the expert may be excluded if we propose the same key expert as another tenderer or if we propose a key expert who is engaged in an EU/EDF financed project if the input from his/her position in that contract could be required on the same dates as his/her work under this contract.

We understand that if we fail to respond within the delay after receiving the notification of award, or if the information provided is proved false, the award may be considered null and void.

Yours faithfully,

<Signature of authorised representative>

<Name and position of authorised representative>

	TECHNICAL OFFER 


	1.

Item Number
	2.

Specifications Required
	3.

Specifications Offered
	4. 

Indicated time frame
	5.

Evaluation Committee’s notes 

	1
	Time frame for implementation/supply delivery: 60 working days, starting from the day following that on which the second of the two parties signs the contract.

Installation of hardware equipment on five positions. 
BEACON HARDWARE ARCHITECTURE - 5 pieces

Dimensions – not larger then 400 x 50 x 40 mm 

Weight– not larger then 200 g with Antennas 

Networking Interface – minimum (1) 10/100/1000 Ethernet Port 

Buttons – minimum Reset button

Power Method - 24V Passive PoE (Pairs 4, 5+; 7, 8 Return);    802.3af Alternative A (Pairs 1, 2+; 3, 6 Return); (Supported Voltage Range: 44 to 57VDC) 

                               or similar.

Power Supply - 24V, 0.5A Gigabit PoE Adapter or similar.

Power Save - Supported 

Maximum Power Consumption - 8.5W 

Maximum TX Power 

2.4 GHz               – 20 dBm

5 GHz                  – 20 dBm 

Antennas            –  minimum 2 External Dual-Band                  Omni Antennas 

2.4 GHz               – 3 dBi 

5 GHz                  – 4 dBi

	 
	
	

	
	Wi-Fi Standards   – 802.11 a/b/g/n/r/k/v/ac 

Wireless Security  – WEP, WPA-PSK, WPA-Enterprise (WPA/WPA2, TKIP/AES) 

BSSID                            – Up to 8 per Radio 

Mounting – Wall/Pole/Fast-Mount (Kits Included) 

Operating Temperature     – -30 to 70° C

Operating Humidity    –5 to 95% Noncondensing 

Certifications               – CE, FCC, IC

Advanced Traffic Management

VLAN                             – 802.1Q 

Advanced QoS             – Per-User Rate Limiting 

Guest Traffic Isolation                – Supported 

WMM – Voice, Video, Best Effort, and Background 

Concurrent Clients                     – 250+
Supported Data Rates (Mbps)

Standard                Data Rates 

802.11ac             – 6.5 Mbps to 867 Mbps (MCS0 - MCS9 NSS1/2, VHT 20/40/80) 

802.11n               – 6.5 Mbps to 300 Mbps (MCS0 - MCS15, HT 20/40)

802.11a            –  6, 9, 12, 18, 24, 36, 48, 54 Mbps 

802.11g            –  6, 9, 12, 18, 24, 36, 48, 54 Mbps 

802.11b            – 1, 2, 5.5, 11 Mbps

	 
	
	

	
	Ethernet Router:
Architecture                 – MMIPS or similar

CPU core count            – minimum 2

CPU nominal frequency – minimum880 MHz

CPU Threads count        – minimum 4

IPsec hardware acceleration  – Yes

Dimensions               – minimum 120x90x30mm

RouterOS license     – minimum 4

Operating System    – RouterOS or similar

Size of RAM               – minimum 256 MB

Storage size               – minimum 16 MB

Storage type              – FLASH or similar

MTBF                 – minimum 100'000 hours at 25C

Tested ambient temperature – minimum -40°C to 60°C

PoE in                                               – Passive PoE

PoE in input Voltage                 – minimum 8-30 V
	
	
	

	
	Number of DC inputs – minimum 2 (DC jack, PoE-IN)

DC jack input Voltage  – minimum 8-30 V

Max power consumption  –10 W

Max power consumption without attachments     – 5 W

FAN count  – Passive

10/100/1000 Ethernet ports    – minimum 5

Memory card type  – microSD or similar

Memory Cards – minimum 1

Number of USB ports – minimum 1

USB Power Reset  – Yes

USB slot type – minimum USB type A

Max USB current (A) – minimum 1

PCB temperature monitor  – Yes

Voltage Monitor   – Yes

Mode button    – Yes

Certification  – minimum CE, EAC, ROHS

	
	
	

	2
	BEACON SOFTWARE SOLUTION 
-
Each beacon has its unique appearance of welcome page which is based of geographical location of a beacon.

-
Each welcome page contains three dynamically created areas whose content is related to geographical position of accessing beacon. 

-
Top and bottom areas are dynamically created and are related to touristic offer of the area surrounding beacon position. Middle positioned area contains logical game that is used to entertain and educate tourists in order to promote history and culture of the destination. Successful competition of logic game will grant user free access to internet and will open next page in a system. 

-
The second page will also contain three areas. Top and bottom areas are dynamically created and are related to touristic offer of the area surrounding beacon position. Middle positioned area contains more detailed information about history and culture of the part of destination where beacon is located. User will be provided with information where other beacons are in a system and how to find them.
-
Frontend of a software is generated based on geographical position of beacons and it is different from beacon to beacon.

	
	
	

	
	· Backend of a software must provide options to easily and intuitively manage contents of a system in order to provide real time synchronisation and diversity of frontend content.

· Frontend software must be able to handle up to 250 simultaneous users by beacon and to provide them unique and personalized experience. 

· System must be created using open source software.

	
	
	


